PTAC
POWER SWITCH ASSEMBLY (PSHW)
INSTALLATION INSTRUCTIONS

Provides a POWER ON/OFF function as required by some electrical codes.

4\ WARNING

DISCONNECT ALL ELECTRICAL POWER SOURCES
BEFORE WIRING THE SUBBASE. FAILURE TO DO SO
MAY RESULT IN INJURY OR DEATH FROM ELECTRICAL
sHocK. THE uNIT “OFF” swiTCH DOES NOT
DISCONNECT ALL POWER TO THE UNIT.

&\ WARNING

To AVOID THE POSSIBILITY OF PROPERTY DAMAGE,
PERSONAL INJURY, OR DEATH, INSTALLER MUST USE
PROPER POLARIZATION. SEE SPECIFIC INSTRUCTIONS.

4\ cAUTION

USE COPPER CONDUCTORS ONLY FOR ELECTRICAL
CONNECTIONS. THE USE OF OTHER TYPES OF
CONDUCTORS MAY RESULT IN GALVANIC CORROSION,
OVERHEATING AND/OR RESULT IN EQUIPMENT FAILURE.

4\ cAUTION

ALL WIRING MUST COMPLY WITH APPLICABLE LOCAL
AND NATIONAL CODES. TYPE AND LOCATION OF FUSED
DISCONNECT SWITCH(ES) MUST COMPLY WITH ALL
APPLICABLE CODES.

115, 230/208 and 265 Volt Power Switch Assemblies

An optional 115V, 230/208V or 265V power switch assembly kit
can be installed in a full-length subbase or in the junction box of
the Hard Wire Junction Box kit. The switch provides a POWER
ON/OFF function as required by some electrical codes. A
replacement junction box cover plate is provided with each

switch.

Power Switch Installation for Junction Box

NOTE: Referto Hard Wire Assembly Kit Instructions for mounting
junction box. If the junction box is mounted vertically, the switch
must be installed so that the ON position is up.

230/208V Installation

1. Remove and discard the white lead of the hard wire assem-
bly.

2. Connect the black lead of the hardwire assembly to one ter-
minal of the disconnect.

Ground Wire
(Connect to Power

Supply Ground Wire) White Wire

\ / (Remove & Discard)|

Switch
Mounting
Tab

Black Wire

™\ 230/208V Disconnect
Switch

Switch Terminal
(Connect to L1 of
Power Supply)

Switch Terminal
(Connect to L2 of
Power Supply)

3. Connect the red lead of the hardwire assembly to the switch
terminal opposite the terminal where the black lead was as-
sembled in step 2.

4. Remove the knockout from the desired power entry point on
the junction box and route field supplied power wires into
the junction box.

5. Connect the red and black leads of the field power supply to
the two unused terminals on the power switch.

6. Connect the ground wire of the field power supply to the
bare ground wire assembly.

7. Mount the switch on the tabs in the junction box and install
the switch cover plate provided with the power switch kit.

The installation and servicing of the equipment should be done by qualified, experienced technicians.
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115V or 265V Installation
1. Remove and discard the red lead of the wire assembly .

2. Connect the black lead of the hard wire assembly to one ter-
minal of the disconnect.
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3.  Remove the knockout from the desired power entry point on
the junction box and run field supplied power wires into the
junction box.

4. Connect the black lead of the power supply to the remaining
disconnect switch terminal.

5. Connect the ground wire of the field power supply to the bare
ground wire assembly.

6. Connect the white lead of the wire assembly to the Neutral
lead of the power supply.

7. Mount the switch on the tabs in the junction box and install
the switch cover plate provided with the power switch.
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POWER SWITCH INSTALLATION FOR SUBBASE
1. Remove the left and right subbase cover panels by removing
screws holding them in place. Retain the screws.

2. Remove the rectangular knockout located in the center of the
recessed area on left cover panel.
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/ Z Rectangular \
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Cover Panel (Power Switch Location) Cover Panel

3. Install the switch using the two bolts and nuts provided so
that the “ON” position of the switch is on the right. Install
ground lead (provided) between switch mounting tab and
mounting plate.

230/208V Wiring Procedure
4. Route the RED wire from the receptacle through the barrier
in the subbase using the hole provided.
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5. Insert the RED wire from the receptacle into the upper right
hole in the rear of the switch and tighten the screw.

6. Route the BLACK wire from the receptacle through the bar-
rier in the subbase using the hole provided.

7. Insert the BLACK wire from the receptacle into the lower
right hole in the rear of the switch and tighten the screw. In-
sert the BLACK power wire (field wiring) into the lower left
hole in the switch and tighten the screw.

8. Attach the ground field wire by connecting the green wire on
the disconnect to the ground terminal (screw) on the back
wall of the subbase high voltage section.

9. Replace the cover panels (with the switch installed) to the
subbase using the screws removed in step 1.

115V or 265V Wiring Procedure

4. Insert the BLACK wire from the receptacle into the lower
right hole in the rear of the switch and tighten the screw. In-
sert the BLACK power wire (field wiring) into the lower left
hole in the switch and tighten the screw .

5. Connect the WHITE wire from the receptacle to the WHITE
power wire (field wiring) with the wire nut provided.

6. Attach the ground field wire by connecting the green wire on
the disconnect to the ground terminal screw on the back wall
of the subbase high voltage section.

7. Replace the cover panels (with the switch installed) on the
subbase using the screws removed in step 1.
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