CHASSIS SPECIFICATIONS

PTAC Electric Heat models

Models ending in ‘K" are 230/208V, models ending in ‘R’ are 265V

| Poeovk | poeo7R | Poeosk | ppeosR | Poetzk | ppE12R | PDEISK | PDEISR
PERFORMANCE DATA:
Cooling Btu 7200/7000 7200 9400/9200 9400 11800/11600 11800 14500/14200 14500
Cooling Watts 550/535 550 775/760 775 1015/1000 1015 1390/1365 1390
Energy Efficiency Ratio, EER 13.0/13.0 13.0 12.1/12.1 12.1 11.6/11.6 11.6 10.4/10.4 10.4
Moisture Removal (pints/hr.) 1.7 1.7 2.1 2.1 2.7 2.7 3.1 3.1
Sensible Heat Ratio 0.86 0.86 0.85 0.85 0.75 0.75 0.67 0.67
ELECTRICAL DATA:
Voltage (1 Phase, 60 Hz) 230/208 265 230/208 265 230/208 265 230/208 265
Volt Range 253-187 292-239 253-187 292-239 253-187 292-239 253-187 292-239
Current (Amps) 2.7/2.9 2.4 3.7/3.9 3.3 4.9/5.1 4.2 6.2/6.7 5.4
Power Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Compressor LRA 13.0 12.5 19.5 13.5 21.5 19.0 28.9 21.6
Compressor RLA 2.5 2.2 3.5 3.0 4.7 3.9 5.9 5.05
Qutdoor Fan Motor, HP 0.080 0.080 0.080 0.080 0.086 0.086 0.086 0.086
AIRFLOW DATA:
Indoor CFM, HIGH 345/315 345 355/325 355 400/390 400 400/390 400
Indoor CFM, LOW 270/255 270 300/275 300 325/310 325 325/310 325
Vent CFM 75 75 75 75 75 75 75 75
PHYSICAL DATA:
Sleeve Dimensions (H x W x D) 16" x 42" x 133/4" (all models)
Dimensions with Front (H x W x D) 16" x 42" x 211/2" (all models)
Cut Out Dimensions (H x W x D) 161/4" x 421/4" (all models)
Net Weight (lbs.) 106 107 115 115 19 118 121 121
Shipping Weight (lbs.) 126 127 135 135 139 138 140 140
R-410A Charge (0z.) 23 23 24 24 36 36 36 36
Dimensions with Packaging (inches) 177/8" x 45" x 251/4" (all models)

PTHP Heat Pump models Models ending in ‘K’ are 230/208V, models ending in ‘R’ are 265V

| poHork | PoHo7R | PpHosk | PpHosR | PDH12k [ PDHI2R | PDHISK | PDHISR
PERFORMANCE DATA:
Cooling Btu 7200/7000 7200 9400/9200 9400 11800/11600 11800 14500/14200 14500
Cooling Watts 550/535 550 775/760 775 1015/1000 1015 1390/1365 1390
Energy Efficient Ratio, EER 13.0/13.0 13.0 12.1/12.1 12.1 11.6/11.6 11.6 10.4/10.4 10.4
Reverse Heating Btu 6000/5800 6000 8300/8100 8300 10600/10400 10600 13300/13000 13300
Heating Watts 485/470 485 695/675 695 910/895 910 1255/1225 1255
CoP 3.6/3.6 3.6 3.5/3.5 3.5 3.4[3.4 3.4 3.1/3.1 3.1
Moisture Removal (pints/hr.) 1.7 1.7 2.1 2.1 2.7 2.7 3.1 3.1
Sensible Heat Ratio 0.86 0.86 0.85 0.85 0.75 0.75 0.67 0.67
ELECTRICAL DATA:
Voltage (1 Phase, 60 Hz) 230/208 265 230/208 265 230/208 265 230/208 265
Volt Range 253-187 292-239 253-187 292-239 253-187 292-239 253-187 292-239
Current (Amps) 2.7/2.9 2.4 3.7/3.9 3.3 4.9/5.1 4.2 6.2/6.7 5.4
Reverse Heat Amps 2.4/2.6 2.2 3.4/3.2 3.1 4.2/4.7 3.7 6.2/6.7 5.0
Power Factor 0.97 0.97 0.97 0.97 0.97 0.97 0.97 0.97
Compressor LRA 13.0 12.5 19.5 13.5 21.5 19.0 28.9 21.6
Compressor RLA 2.5 2.2 3.5 3.0 4.7 3.9 5.9 5.05
Outdoor Fan Motor, HP 0.080 0.080 0.080 0.080 0.086 0.086 0.086 0.086
AIRFLOW DATA:
Indoor CFM, HIGH 345/315 345 355/325 355 400/390 400 400/390 400
Indoor CFM, LOW 270/255 270 300/275 300 325/310 325 325/310 325
Vent CFM 75 75 75 75 75 75 75 75
PHYSICAL DATA:
Sleeve Dimensions (H x W x D) 16" x 42" x 133/4" (all models)
Dimensions with Front (H x W x D) 16" x 42" x 211/2" (all models)
Cut Out Dimensions (H x W x D) 161/4" x 421/4" (all models)
Net Weight (lbs.) 113 112 19 119 122 19 124 122
Shipping Weight (lbs.) 133 132 139 139 141 139 144 144
R-410A Charge (0z.) 34 34 34 34 36 36 39 39
Dimensions with Packaging (inches) 177/8" x 45" x 25 1/4" (all models)

Due to continuing research in new energy-saving technology, specifications are subject to change without notice.

RECEPTACLES AND FUSE TYPES

Vol 230V 265V

oltage A0 cerTIFIED. W AR CERTIFIED..
AmpS e 20 2 e 2 %0 c us
Packaged Terminal AC
Heater Size 25kW | 3.5kW | 5.0kW | 2.5 kW | 3.5 kW | 5.0 kW A Standard 3107380 LISTED
Receptacles @ @ @ @ @ @
PTAC DIRECT SALES, INC.

Reoomcie | 6157 | 8208 [ 6:30R | 7-15% | 7208 [ 7-30R 185 S. KIMBALL AVE., SUITE 130
4 — SOUTHLAKE, TX 76092

Plug 6-15P 6-20P 6-30P 7-15P 7-20P 7-30P 8774547822




