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ETAC2 - 9,000 & 12,000 Inverter Models (Fixed Power Cord) 208/230 Voltage
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Unit Designation Schedule No.

GENERAL FEATURES

» Easy-to-use controls; large digital display

¢ Freeze protection

* Preset adjustable factory setpoint limits

¢ Energy-efficient operation

¢ Silencer system with Aero Quiet fan

¢ ETAC Il Inverter is packed with advantages

* Programmable sleep timer function for automatic shutoff
e Large assortment of optional accessories to complement architecture
e Easy retrofitting into most competitive wall sleeves (without a kit)

¢ Self-Diagnosis

e Compressor Blanket for Sound absorption
e Ceramic Electric backup heaters

e |[nverter Compressor

¢ Wall thermostat interface

¢ IR Remote controller option

e Soft start / Soft Stop

¢ Dry-mode dehumidification

e Automatic voltage adaption

Performance Specification

Cooling (BTU/Hr) Dehumidificati Eneray Efficienc Sensible AHRI Certificati
Model Number ) ) Heater kw | Denumicincation gy V[ cop | HsPF | Heat |ImdoorFan CFM ertimcation
Cooling Reverse cycle | Electric Heater Pints/Hr Ratio (EER) Factor | (High/Low) Number
Heat Pump Models with Backup Electric Heating
Standard Rating | 9,400/9,400 | 9,000/9,000 |12,044 /12,283 3.6/3.53 2.54 3.7 11.57 75% 306 /230 207505834
ETAC2-09INV-HP230V20A-CP
Extended Rating |5,000 /11,000 | 5,000 /11,000 Up to 15.5 Equivalent SEER
Standard Rating [11,800/11,800]11,800 /11,800 |12,044 /12,283 | 3.6 /3.53 3.17 | 11.6 | 3.4 12 70% 318 /241 207505835
ETAC2-12INV-HP230V20A-CP
Extended Rating | 5,500/ 13,000 | 5,500 / 13,000 Up to 15.0 Equivalent SEER
Electrical Specifications
Input Power (Watts) Current Amps
Model Number Voltage Voltage Range Reverse Electric Breaker Minimum Receptacle Nema
g g i Cooling Reverse Cycle Electric Heater Cooling A Size Circuit Amps Type Model
Cycle Heating
Heat Pump Models with Backup Electric Heating
ETAC2-09INV-HP230V20A-CP 208 /230 187 -253 730/730 710/710 3,530/ 3,600 5.0/4.6 3.6/3.3 16/15.6 20 19 Perpendicular | 6-20P
ETAC2-12INV-HP230V20A-CP 208 /230 187 -253 1,105 /1,015 1,015/1,015 3,530/ 3,600 5.8/5.4 5.0/4.7 16/15.6 20 19 Perpendicular | 6-20P
y,
‘ Receptacle Configuration
‘C E Perpendicular PTAC Direct Sales, Inc.
Dl | | 208/ 2301, 20 s TN U 185 S. Kimball Ave. Suite 130
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